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Vyména uhelnych uzavéri na K6
Replacement of Coal Slide Gates on K6
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ZAKLADNI POPIS

Pfedmétem dila je vyména deskovych uzavér( s hydraulickym
pohonem za deskoveé uzavéry DU 500-100-EP se servopohonem.
S touto vyménou souvisela Gprava zasobnikl uhli a zlep$eni je-
jich prGchodnosti, doplnéni pasivnich prvka, vylozeni nerezovym
plechem, protiabrazivni keramicky nastrfik, repase a doplnéni
pulznich trysek, v€etné vyroby novych nasypnych svodek a ¢asti
fetézoveého dopravniku.

Prace byly provedeny v ramci velmi kratké odstavky provozu.
Kapacita uhelného zasobniku kotle K6 v Opatovicke elektrarné je
cca na 500 m3 paliva s naslednym vypadem dvéma vysypkami.
Pfipadnému klembovani paliva je zamezeno pomoci kombinace
112 vzduchovych pulznich trysek typu Myrlen a nové navrzenymi
adodanymi pasivnimi prvky.
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BASIC DESCRIPTION

The subject of the work is a replacement of slide gates with
a hydraulic drive for slide gates DU 500-100-EP with a servo-
drive. This replacement was related with the modification of
coal containers and improvement of their throughput, addition
of passive elements, lining with stainless steel, anti-abrasive
ceramic spraying, refurbishment and addition of pulse nozzles,
including the production of new hoppers and parts of the chain
conveyor.

The work was carried out during a very short shutdown.

The capacity of the coal container of the K6 boiler in Power
Plant Opatovice is approximately 500 m3 of fuel, followed by two
hoppers. Possible fuel arching is prevented by a combination
of 112 Myrlen-type air pulse nozzles and newly designed and
supplied passive elements.
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