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IMPLEMENTATION

ZAKLADNI POPIS
Pfedmétem dila byly dodavky a montaze konstrukci a zafizeni jako souc¢ast kompletni rekonstrukce, respektive vystavby nové Neu-
traliza¢ni a dekontaminacni stanice NDS6.

Hlavnitechnologické parametry technologie NDS6 po realizaci praci:

< Zpracovavany objem roztokd ¢ini 330 - 430 m3/hod., koncentrace kontaminantd (rozpusténych latek) ve vstupnich roztocich
ccall g/l.

« Technologie umoznuje zpracovat a nasledné do vodotece vypustit az 3153 000 m® vyc¢isténych vod za rok.

« Produkce filtra¢niho kolacée ¢ini 90 000 m3/rok a mnozstvi vyvedenych kontaminantd cca 23 000 tun/rok, od roku 2018 do roku
2037 tedy celkem cca 400 tis. tun.

Rozsahem pracijsou nasledujici dil¢i ¢asti:

- Kompletni dodavka a montaz ocelovych konstrukci v¢. kotveni, zpracovani vyrobni vykresové dokumentace, povrchové upravy,
spojovaciho materialu, montaznich prostiedkd, uklidu a likvidace odpadd po ukonéeni praci, predkladani vzorkl jednotlivych ma-
teriald, nakladd na zatizeni stavenisté, nakladl na média a osvétleni, nakladd na prejimky a zkousky, BOZP a PO, koordinace praci
s ostatnimi dodavateli, dokladd ke kolaudaci a pfesund. Celkovy rozsah dodavanych ocelovych konstrukci ve véech dotéenych
stavebnich objektech Cini vice jak 758 tun.

+ Dodavka a montaz nerezovych nadrzi H501, A502, A503, A504, A505, A506. Pfedmét dila zahrnuje vyrobu, materidlovou dodav-
ku, montaz a zkousky zafizeni. Nadrze jsou dodany v materialu 1.4404. Rozméry jsou @ 8 300 mm pfi vysce 6 300 mm (A502-506)
aw 5400 mm pfivysce 5320 mm(H501).

- Konstrukce, vyroba a dodavka michacich dstroji (vrtulovych michadel vé. otopnych hadd, pomalub&znych michadel apod. s roz-
meéry pro nadrze az do @ 8 300 mm). Celkovy pocet dodanych zafizenije 25 ks.

« Dodavka, kompletni montaZ a odzkouSeni potrubnich vétvi na provoznich souborech PS01-12 v€etné vSech tvarovek, tésnéni
a prirub - materialova specifikace S235 a 1.4404.

- Dodavka 35 ks ¢erpadel a pump a 1ks automatické tlakové stanice (ATS) vyroby KSB Pumpy a Verder v¢. supervize montaze a uva-
dénido provozu.
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BASIC DESCRIPTION
The subject of the work is the supply and installation of structures and equipment as a part of a complete reconstruction or
construction of a new Neutralization and decontamination station NDSB.

The main technological parameters of the NDS6 technology after the implementation of works:

. The processed volume of solutions is 330 - 430 m3 /hour, the concentration of contaminants (dissolved substances)in the input
solutionsis about 11g/l.

- The technology makes it possible to process and subsequently discharge up to 3 153 000 m?® of treated water per year into the
watercourse.

« The production of the filter cake is 930 000 m3 /year, and the amount of discharged contaminants is about 23 000 tons/ year, from
2018 to 2037 a total of about 400 thousand.

The scope of work is as follows:

- Complete delivery and assembly of steel structures incl. anchoring, processing of production drawing documentation, surface
treatment, connecting material, means of assembly, cleaning and disposal of waste after finishing of the works, submission of
samples of individual materials, construction site device cost, costs of mediaand lighting, costs of acceptancesand tests, Health
and Safety and Fire Fighting management, coordination of work with other suppliers, documents for approval and transfers. The
total range of supplied steel structures in all affected buildings is more than 758 tons.

« Delivery andinstallation of stainless steel tanks H501, A502, A503, A504, A505, A506. The subject of the work includes producti-
on, materials, supplies, assembly, and testing of equipment. The tanks are supplied in material 1.4404. Dimensionsare g 8 300 mm
at height 6 300 mm (A502-506)and g 5 400 mm at height 5320 mm (H501).

. Structure, manufacture, and supply of mixing devices (propeller mixers including heating coils, slow-running mixers, etc. with
dimensions for tanks up to @ 8 300 mm). The total number of delivered devices is 25 pcs.

« Delivery, complete assembly and testing of pipelines on operational sets PS01-12, including all fittings, seals, and flanges - mate-
rial specification S235 and 1.4404.

- Delivery of 35 pcs of pumps and one automatic pressure station (ATS) manufactured by KSB Pumpy and Verder incl. assembly
supervision of and commissioning.
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